INSTRUCTION MANUAL

STAND FAN
MODEL: SAF - 16
1 Insert the base pipe to the base hole provision
2. Fix the 4 pieces screw to the base. Tighten the 4 pieces
screw by turning clockwise direction.
AN ISO 9001 CERTIFIED COMPANY 3. To adjust the inner pipe, turn the collet lock counter clockwise

direction then push upward the inner pipe. To lock up the
inner pipe turn the collet in a clockwise direction.
4. Insert the base pipe to the pipe provision hole on motor assembly and
tighten the round screw to fix the base stand and motor assembly.
Remove the blade cap and buard lock nut from motor assembly.
Attach the rear guard to the motor assembly.
Turn the guard lock nut clockwise and tighten it fully.
Insert the fan blade into the motor shaft. Note: Fan blade hole
shall be adjusted on the shape of the motor shaft.
9. Attach the blade cap to the motor shaft and tighten by turning
counter clockwise direction.
10.  Fasten the front guard to the rear guard then lock with guard clip.
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PARTS IDENTIFICATION

1. Set of screw 8. Rear Guard
2. Base 9. Guard Lock Nut
3. Base pipe 10. Blade
4. Collet Lock 11. Blade Cap
5. Inner pipe 12. Front Guard
6. Motor Assembly 13. Guard clip
7. Motor Shaft
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INSTRUCTION MANUAL

(PLEASE READ THE MANUAL FIRST BEFORE USING THE UNIT)

METHOD OF MAINTENANCE

1.

Clean the surface of the Fan Blade and the Fan guards (rear & front) with clean
cloth or wash it with water.

Never wash the main body and motor of the Fan with water directly.

Never clean the Fan with solvent, gasoline, thinner or any other such chemicals
to clean it.

Please apply lubricant oil in proper quantity on motor shaft periodically.

Use wet cloth to clean Fan Blade casing and the surface of the main body motor.
Should any abnormal operation occur, cut off the electricity at once.

And if ever any parts/ or other accessories damage particularly AC CORD, please
send the unit to the nearest CAMEL service center or to any authorized service
center for repair.
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